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3" @ PVC PLASTIC PIPE DRAINS
THIS PIPE SHALL MEET THE
MINIMUM REQUIREMENTS OF
ASTM D1785.
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SECTION THRU CAP

16" SQUARE ALUMINUM OR
" " GALVANIZED STEEL WIRE

4 MESH HARDWARE CLOTH
OF COMMERCIAL QUALITY.
ANCHOR FIRMLY TO FILL

FACE.
N | 67 MIN.
(TYP.)
I )
| VIEW Y-Y

NOTE: NO SEPARATE PAYMENT WILL BE MADE FOR FURNISHING
AND TINSTALLING THE PVC PLASTIC PIPE DRAINS,
HARDWARE CLOTH AND FASTENERS. THE ENTIRE COST OF
THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT
PRICE BID FOR THE SEVERAL PAY TITEMS.

PIPE DRAIN DETAILS

MINIMUM OF 3- ONE CUBIC
FOOT BAGS OF #78M STONE.
BAGS SHALL BE OF POROUS
FABRIC, SECURELY TIED.

6” ( MIN.) PIPE
FOR DRAINAGE

6” ( MIN.) PIPE
FOR DRAINAGE

M z«\

GRADE _TO DRAIN GRADE To DRAIN
TOE OF SLOPE TOE OF SLOPE

BAGGED STONE AND PIPE SHALL BE PLACED IMMEDIATELY AFTER COMPLETION
OF END BENT EXCAVATION. PIPE MAY BE EITHER CONCRETE, CORRUGATED
STEEL, CORRUGATED ALUMINUM ALLOY, OR CORRUGATED PLASTIC. PERFORATED
| PIPE WILL NOT BE ALLOWED.

BAGGED STONE SHALL REMAIN IN PLACE UNTIL THE ENGINEER DIRECTS THAT
IT BE REMOVED. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF SILT
ACCUMULATIONS AT BAGGED STONE WHEN SO DIRECTED BY THE ENGINEER.
BAGS SHALL BE REMOVED AND REPLACED WHENEVER THE ENGINEER DETER-
MINES THAT THEY HAVE DETERIORATED AND LOST THEIR EFFECTIVENESS.

NO SEPARATE PAYMENT WILL BE MADE FOR THIS WORK AND THE ENTIRE
COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE
BID FOR THE SEVERAL PAY ITEMS.

, TEMPORARY DRAINAGE AT END BENT

DRAWN BY : P.C. BREWER DATE : 6/30/03

CHECKED BY : _S.B. WTI | TAMS _ paTe : 7/16/03

BAR TYPES BILL OF MATERIAL
END BENT No. 2
41" D1_gw 41/ | BAR NUMBER SIZE TYPE LENGTH WEIGHT
HK. <::> B1 8 9 T 36-0" 979
B2 8 9 1 34-9" 945
{7-3% 3479 Bl HK. @ ) HK. B3 8 5 STR 31-11" 266
e Y Yy B4 12 4 STR 21-11” 176
e G Tt — = = BS 4 4 STR 19-3" 51
A, DETAIL B
60° B6 15 4 STR  2'-8” 27
1'-3"" LAP
H1 36 5 2 10-9” 404
A L BACK GOUGES T T (::)
NS NDETAIL A 5 K1 30 4 STR  21'-117 439
N N/ 45 Y R Y K2 8 4  STR  2/-6” 13
PILE VERTICAL EILE HORLZONTAL v | (5)
K OR VERTICAL > S1 64 4 3 7/-8" 328
° R $2 64 4 4 3/-57 146
?/0 N ‘ OII TO I/SII 6O°“+1OO° 53 22 4 5 6/__6// 96
) “
& 1/'-8" &
RS Y Vf”—“‘\j/ W F U1 56 4 6 4/-8" 175
] : 4 §\ ’2 | 3> = u2 13 4 6  6-8 58
3 < r_Qu
2 < Q. /2 <
\Y/ —
© 11 g (-\ /-\ N 87 Ul t_7n
O ) " : o - V1 112 5 STR  6'-7 769
A s 0" TO s AN S - 2'-8" U2 V2 56 5  STR  7-10" 458
DETAIL A = T (:) 5
. N - REINFORCING STEEL 5,330 LBS.
(&
?os]:TmN e o DETATL B | 5 @ CLASS A CONCRETE BREAKDOWN :
DURING WELDING. & POUR #1 - (CAP & LOWER WINGS)  20.1 C.Y.
’-8" POUR #2 - (BACKWALL & 14,5 C.Y.
PILE SPLICE DETAILS ™ — UPPER WINGS)
TOTAL 34.6 C.Y.
HP 12 x 53 STEEL PILES
ALL BAR DIMENSIONS ARE OUT TO OUT. NO.= 11 LIN.FEET = 330
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R ] % ELEVATIONS BETWEEN
1-*4 K1 EA. FACE vd Up BRIDGE SEAT BUILD-UPS
E{ CONST. JT. f\\ K- ARE TAKEN AT THIS POINT.
J e o ARbeded
1-#4 K| EA. FACE 4-#4 B5 i 3 T
EPA 4-#9 Bl l‘ & TZ"CL. TO U2
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B <z} el
S 2" CL. |
1-#4 K1 EA. FACE _*y - Z-#5 Vi (TYP.) -
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7 e e % ELEVATIONS BETWEEN PARTIAL SECTION B-B
1-*#4 K1 EA. FACE F o BRIDGE SEAT BUILD-UPS
CONST. JT, —— ‘_#4 S$2 ARE TAKEN AT THIS POINT.
4-#9 Bl I i Ll I
) ® ® B _4+184 @4 cTs.
1-#5 B3 EA. FACE 4 B6 — 4////1/ OVER PILES ~
A" - #4 S]. Q A EO Za _
1-#5 B3 EA. FACE P o PROJECT NO. R-3427
<1 . A = ~
2" CL. ( TYP.) oy 5| ™
2-#9 B2 - - A ~ B YADKIN COUNTY
Oy Ty oy ¥
\ STATION: 236+ (3.00 -L-
2-%9 B2 #4 53 .
SHEET 3 OF 3
C HP 12 X 53 3” HIGH B.B. STATE OF NORTH CAROLINA
STEEL PILE 2 -112 DEPARTMENT OF TRANSPORTATION
C HP 12 X 53 RALEIGH
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SUBSTRUCTURE

END BENT No. 2
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